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River Road Zoning Overlay District  

 

 

 

 

 

 

Insert Narrative Here:  

Use Height Lot Size Req Parking Set Back Reqs Public Benefit 
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Hotel      
General 
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 Level 1 bullet 

– Level 2 bullet 

Project Limits 



Emerald Necklace Crossing – Existing Conditions 



WASHINGTON STREET

(ROUTE 9)
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Gateway East  

Walnut Street Jughandle 
Brookline, MA 

July 23, 2015 
 



Project History/Context

• Gateway East Public 
Realm Plan (2006)

• 25% Design (2012)

• Emerald Necklace 
Crossing (in progress) 



Process  
 

 Initial 25% plan submitted to MassDOT  following Transportation Board and 

Board of Selectmen approval (January 2012) 

 Town and Design Team address comments from MassDOT  

 Town secures funding year on Boson MPO’s Transportation Improvement 

Program (initially FY 2016 – now FY 2017) 

 Town and MassDOT agree to review design elements of the Gateway East 

Plan before advancing project  

 Two Public Information Meetings held - Dec ’14 and May ‘15  





25% Design Summary

Removes ped
overpass

RRealigns Walnut Street 
with Pearl Street

Provides 5’ shoulders
New crosswalk Signals managed to 

allow peds adequate 
time to cross



Preferred Alternative: Sidewalk level
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Changes from previous design: 

 

 Reduce westbound right-turn lane to single lane 

– Requires traffic signal modifications 

 Relocate crosswalk and create 2-stage crossing  

 Remove jersey barrier along Washington Street 

Route 9 at Washington/High Street 



Changes from previous design: 

 

 Raised Intersection (Pearl Street) 

 “Floating” bus stops 

 

Route 9 at Pearl Street/Walnut Street 





 



 



 


